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AMENDMENTS TO THE CLAIMS 

1-5. (Cancelled) 

6. (Previously presented) A flame and pill resistant fabric comprising: 

a woven fabric comprising spun yams comprising at least about 90% flame 
resistant aramid fibers; a flame retardant, and about 0.25-3% on weight of fabric 
of a high molecular weight ethoxylated polyester lubricant wherein said fabric 
has a pill resistance of greater than 2 after 90 minutes when tested according to 
ASTMD3512-2002. 

7. (Original) The fabric according to Claim 6, wherein said spun yarns 
comprise vortex spun yarns. 

8. (Original) The fabric according to Claim 6, wherein said fabric has a pill 
resistance of about 2.5 or greater after 90 minutes, 

9. (Cancelled) 

1 0. (Previously presented) A flame and pilling resistant fabric comprising: 
a woven fabric comprising vortex spun yarns containing at least about 90% 
flame resistant aramid fibers, a flame retardant, and 

at least about .25% of a high molecular weight ethoxylated polyester lubricant 
provided on said fabric. 

1 1 . (Original) The fabric according to Claim 10 t wherein said fabric has a 
pilling resistance greater than 2 after 90 minutes when tested according to 
ASTM D351 2-2002. 
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12. (New) The fabric according to Claim 6, further comprising a sewing 
lubricant. 

1 3. (New) A flame and pill resistant fabric comprising: 

a woven fabric comprising spun yarns comprising at feast about 90% flame 
resistant aramid fibers, a flame retardant, a sewing lubricant and about 0.25-3% 
on weight of fabric of a high molecular weight ethoxylated polyester lubricant, 
wherein said fabric has a pill resistance of greater than 2 after 90 minutes when 
tested according to ASTM D3512-2002. 
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